
FLUID COMPONENTS INTL ERRATA 17EN000023

FLT93 Series Flowmeters (Apply to Doc. No. 06EN003246 Rev. B)

Change Table 3-2 (Add asterisks and note at the bottom of the table):

1

Change Table 3-1  (Line 1) as follows:

J U M P E R
P O W E R  S E L E C T

100-130 VAC 200-260VAC 18-26VAC 21-30VDC

J1* IN O U T OUT OUT

J2 OUT IN OUT OUT

J3* IN O U T OUT OUT

J4 OUT O U T IN OUT

J5* IN IN OUT OUT

J6 OUT IN IN IN

J 7 OUT O U T OUT IN

J8 OUT O U T OUT IN

J9 OUT O U T IN OUT

I n p u t  P o w e r 2 3 0  V A C  ( J 2 ,  J 5  a n d  J 6 ) .   F M  A p p r o v a l  1 1 0  V A C  ( J 1 ,  J 3 ,  J 5 )

H e a t e r  P o w e r

F L T 9 3 - S
0 . 7 5  w a t t s  f o r  a i r  o r  l i q u i d  l e v e l  a p p l i c a t i o n s .
( J 1 3 )

F L T 9 3 - F 0 . 2 5  w a t t s  f o r  a i r  o r  l i q u i d  l e v e l  a p p l i c a t i o n s .
( J 1 4 )

N u m b e r  o f  A l a r m s T w o  ( J 2 3 ) .   E a c h  a l a r m  h a s  o n e  s e t  o f  S P D T  c o n t a c t s .

A l a r m  N o .  1  R e d  L E D
S e t  P o i n t  P o t .  R 2 6

S e t  t o  m o n i t o r  f l o w  o r  l e v e l  s i g n a l s  ( J 2 0 ) .   R e l a y  e n e r g i z e d  a t
f l o w  o r  w e t  ( J 2 7 ) .

A l a r m  N o .  2  G r e e n
L E D  S e t  P o i n t  P o t .

R 2 5

S e t  t o  m o n i t o r  t e m p e r a t u r e  s i g n a l s  ( J 1 9 ) .   R e l a y  e n e r g i z e d
b e l o w  t e m p e r a t u r e  ( J 2 5 ) .
S e t  p o i n t  a t  a p p r o x i m a t e l y :
2 5 0 ° F  ( 1 2 1 ° C )  f o r  s t a n d a r d  t e m p e r a t u r e ,
5 0 0 ° F  ( 2 6 0 ° C )  f o r  m e d i u m  t e m p e r a t u r e ,
8 5 0 ° F  ( 4 5 4 ° C )  f o r  h i g h  t e m p e r a t u r e  ( F L T 9 3 - S  O n l y ) .

* J1, J3 and J5 are default jumpers when  the instrument is FM approved.

Change Figure 3-1 (Add notation for FM Approval Power Setting):




